
Inserto 70L 4.0Inserto 70L 4.0
The La Nordica Inserto 70L 4.0 is a beautifully designed insert fireplace to bringing your home 
modern heating and classic look. Ideal for existing brick fireplaces, the internal fan operates 
in near silence,  giving you the benefits of convection and radiant heat. The Inserto 70L 
4.0 has a nominal power output of 7.8kW and a peak output of 9.5kW that meets the latest  

“benchmark” German certification standards as well as Australian standards. 

Special FeaturesSpecial Features
•Output: Nominal 7.8kW, 7.8kW, Peak 9.5kW 9.5kW 
•Large viewing window (CGC)
•Cast iron construction
•Cast iron fire door with ceramic glass
•Internal facing incast iron and vermiculite
•Extractable ash drawer
•Adjustable Primary and Secondary Air
•2 Tangential Fans
•Front room ventilation
•Particle emissions: 1.1g/kg
•Efficiency: 62% (AS/NZS4012/4013), 79.1% (EUROPEAN)* 

•Wood consumption: 1.7kg/hr @ medium burn rate

DimensionsDimensions
OverallOverall

Firebox OpeningFirebox Opening

Firebox Internal DimensionsFirebox Internal Dimensions

Flue SpecificationsFlue Specifications

Width 695mm

Height 550mm

Depth 450mm

Weight 128kg

Width 565mm

Height 245mm

Width 425mm

Height 310mm

Depth 300mm

Diameter, adapter inc. 160mm

Centre of flue to rear of fire 158mm



RDT  Resistant Door at the TimeRDT  Resistant Door at the Time
La Nordica-Extraflame appliances doors are 
manufactured in high quality cast iron.

PCS  Post Combustion SystemPCS  Post Combustion System
The combustion system developed by La Nordica 
allows, due to a secondary/tertiary air system, a post 
combustion which significantly reduces emissions.

CGC  Clean Glass ControlCGC  Clean Glass Control
A System to preheated air which removes any deposits 
from forming on the hearth door glass.

ClearancesClearances
Side Clearance (to mantle legs) 175mm

Front Hearth 500mm
Min. Hearth Width 965mm

CertificationCertification
•AS/NZS 4012/4013 (2014) 2918 (2018) (Australia)
•BlmSchV (Germany)
•Flamme VERTE Le Label du chauffage au bois (France)
•Certificazione aria PULITA 4 Stars, AE5-P-152 (Italy)
•D.M. 186/2017 4 Stars

For more information visit
www.kaminus.com.auwww.kaminus.com.auRev.01

*IMPORTANT NOTE: *IMPORTANT NOTE: According to the AS/NZS 4012/4013 efficiency, 5+ 
logs (7Kg) were used for testing. The manufacturers recommendation 
is 3 logs (4Kg) which will result in higher efficiency and less wood used 
while achieving same heat output.


